
Michelin introduced the world’s first aircraft

radial tire in 1981, for the Mirage III. Today,

Michelin AIR X tires for the Mirage are the

result of more than two decades of

continuous innovation. They are precision

engineered to deliver ultra high performance

and long life even under the toughest

conditions, and they have earned a distinctive

reputation among aviation professionals

who rely on them every day.

Michelin’s High Performance
Radial Tires for the Mirage.
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Michelin AIR X Mirage Tire Construction.

Michelin AIR X Mirage Tires

Product Brief.

Aircraft: Dassault Mirage

Operational Parameters:
Dassault’s development of the origi-
nal Mirage III propelled France into
the forefront of combat aircraft
design. It was replaced by the Mirage
F1, which offered improved perfor-
mance and maneuverability, along
with slower approach speeds. Today,
Mirage 2000 fighters are even more
potent, and are among the most
widely respected military aircraft in
the world. Advanced fighters like the
Mirage require the type of outstand-
ing performance Michelin AIR X
radial tires are designed to deliver.

Tire Description:
Michelin AIR X radial tires offer a
number of advantages over conven-
tional bias ply tires. They weigh less,
have longer wear characteristics, and
their cooler operating temperatures
result in shorter turnaround times,
reduced carcass fatigue and lower
maintenance costs due to fewer tire
changes. Michelin AIR X tires reflect
decades of Michelin radial engineer-
ing leadership and innovation, and
they are manufactured with highly
advanced radial technology using
only the finest quality raw materials.

Important Tire Features:
• Advanced Rubber Compounds.
Sidewall compound provides ozone
and UV protection for longer wear
and resistance to weather checking.
Tread compound is optimized to
provide cut resistance and long life.

• Protector Ply. Patented Michelin
design provides excellent cut resis-
tance and durability for extra
protection against foreign objects.

• Enhanced Belt Design. Belt plies
help stabilize the tread and dissipate
heat for a longer tire life.

• Advanced Radial Constructed
Nylon Casing Plies. Lightweight, yet
strong nylon plies reduce heat build-
up, resulting in faster turnaround
times between sorties.

• Mass Optimized Casing Design.
Exclusive Michelin process distributes
stress more evenly throughout the
tire, allowing for weight reduction.

• Streamlined Profile. Contoured
shoulder assists in absorbing lateral
impacts associated with landing,
helping the tire achieve a full life,
even under extreme conditions.

Extra strong
carcass plies
for increased
load carrying

capacity

Michelin® AIR X® Radial Aircraft Tires.

Deep skid depth
for extended life

Unique chemical compound
provides protection against
ultraviolet rays and ozone

deterioration

Belt plies help
stabilize tire tread

for longer life

Specially
compounded

inner liner

Carcass ply
turn-ups for
increased

transitional
stability

Optimization of
circumferential

grooves

Feature Nose Tires Main Tires

Mirage Airframe III, V, 50 F1 2000 III, V, 50, 2000 F1

Size 435x190R5 360x135R6 360x135R6 750x230R15 600x155R13

Part Number M00503 M00305 M00305 M00105 M00407

OD (mm) 444 366 366 761 608

SW (mm) 196 139 139 237 160

Rated Load (lb) 8,408 5,687 5,588 16,500 17,292

Rated Pressure (bar) 7.5 9.0 8.5 13.2 (III, V, 50) 12.7
14.8 (2000)

Rated Speed (mph) 228 233 227 262 233

NATO Stock Number 2620-14- 2620-14- 2620-14- 2620-14- 2620-14-
433-3583 416-5233 416-5233 412-0974 416-5241

Skid Depth (mm) 7.1 5.1 5.1 8.9 7.1

Weight (kg) 5.9 3.4 3.4 18.6 8.7

Classification Tubeless Tubeless Tubeless Tubeless Tubeless

Number of Grooves 3 3 3 5 3

Protector ply
provides outstanding

resistance to cuts

Michelin Aircraft Tyre
Product Line
Place des Carmes, Bat A2
63040 Clermont Ferrand
Cedex 9
Tel 33.4.73.32.76.36
Fax 33.4.73.32.76.44

Michelin Aircraft Tire Asia, Ltd.
252 SPE Tower 11th Floor
Phaholyothin Road, Samsennai
Payathai, Bangkok 10400
Thailand
Tel 66.2.619.3530
Fax 66.2.619.3529

Michelin Aircraft Tire
Company, LLC
One Parkway South
Greenville, SC 29615
Tel 864.458.5000
Fax 864.458.6746

Michelin AIR X® is a registered trademark of Michelin.
© 2004, Michelin Aircraft Tire Company, LLC. All rights reserved. www.airmichelin.com
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